
Overview 

One-Dimensional Inclinations Sensors / Switches

Measuring range Output, special features Item number
± 7.5° 1 ... 10 V, plastics housing PR-00410-00

± 10°

4 ... 20 mA PR-24000-10
0 ... 10 V PR-24100-00

0 ... 10 V, 2-hole-housing PR-24007-00
1 ... 10 V, plastics housing PR-24103-00

± 20°
4 ... 20 mA, 2-hole-housing PR-24005-00

je 2 A, adjustable PR-24009-00

± 45°

4 ... 20 mA PR-24001-00
4 ... 20 mA, linear PR-24008-00

0 ... 10 V PR-24101-00

± 60°
4 ... 20 mA PR-24002-00
0 ... 10 V PR-24102-00

± 360°

CAN PR-23000-00
CAN, 4 switching outputs PR-23203-00

CANopen PR-23100-00
CANopen, 4 switching outputs PR-23303-00

Two-Dimensional Inclination Sensors

Measuring range Output, special features Item number

± 10°

4 ... 20 mA PR-24200-00
0 ... 10 V PR-24300-00

CAN PR-23001-00
CAN, 4 switching outputs PR-23200-00

CANopen PR-23101-00
CANopen, 4 switching outputs PR-23300-00

± 45°

4 ... 20 mA PR-24201-00
0 ... 10 V PR-24301-00

CAN PR-23002-00
CAN, 4 switching outputs PR-23201-00

CANopen PR-23102-00
CANopen, 4 switching outputs PR-23301-00

± 60°

4 ... 20 mA PR-24202-00
0 ... 10 V PR-24302-00

CAN PR-23003-00
CAN, 4 switching outputs PR-23202-00

CANopen PR-23103-00
CANopen, 4 switching outputs PR-23302-00
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