
Wenn es so gut und so günstig wie 
das A3 Eco sein soll, aber gewisse 
Extras nicht fehlen dürfen, dann ist 
das OPUS A3s die richtige Wahl:
Mit Drehgeber, drei Hard- und acht 
Soft-Keys.

When the device should be as good 
and inexpensive as the A3 Eco, but 
certain extra features should not be 
missing, then the OPUS A3s is the 
right choice: With encoder, three
hard and eight soft function keys.

L’OPUS A3s est le choix idéal pour 
ceux qui cherchent un appareil aussi 
fiable et économique que l’A3 Eco 
sans pour autant renoncer à une série 
de fonctions extra. Avec codeur inté-
gré, trois touches non programmables 
et huit touches programmables.

Si se necesitan las prestaciones y
el precio conveniente del A3 Eco 
pero sin prescindir de ciertos extras, 
el OPUS A3s es la elección correcta: 
Con codificador rotatorio, tres 
hardkeys y ocho softkeys.

Se você procura um produto bom 
e barato como o A3 Eco, mas não 
quer abrir mão de certos opcionais, 
o OPUS A3s é a escolha certa: com 
codificador rotativo, três teclas e oito 
softkeys.

Если требуется что-то качественное 
и недорогое уровня A3 ECO, но 
в то же время нелишними были 
бы некоторые дополнения, то 
OPUS A3s станет правильным 
выбором: датчик угла поворота, три 
аппаратные и восемь программных 
кнопок.

除了和A3 Eco一样品质优良、
物美价廉之外，它还具有一些不
可或缺的特性：回转式编码器，
三个硬键和八个软键，OPUS 
A3s（Standard）将成为您正确的
选择。
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INTERFACES
2 CANbus ISO 11898,
CAN specification 2.0 B active
1 RS-232 (RxD, TxD, GND only), EIA-level
Optional 4 analog or digital inputs
(selectable via software), 3 digital outputs
1 USB 2.0 full speed on main connector,
optional 1 USB 2.0 high speed on front
Optional Ethernet 10/100 Mbit

WIRELESS
Optional Bluetooth® 2.0, Class 2

VIDEO
Optional 1 Composite CCITT video input,
PAL 50 Hz color coding / NTSC, input level
1 Vpp, 75 Ω
Video overlay with video layer for background
Camera Control Output

REAL TIME CLOCK
Buffered for 2 weeks by gold cap,
accuracy ±4 sec/day

CONNECTORS
Main: AMP Seal, 26 pin
Analog/Digital I/O: On main connector
USB: On main connector.
Optional USB A slot on front.
Ethernet: 4-pole round connector,
M12, D-coded
Video: 5-pole round connector,
M12, B-coded

POWER SUPPLY
Max tolerable 8 – 36V DC

ENVIROMENTAL CONDITIONS
Temperatures
Operating –30° to +75°C
Storage –40° to +80°C
Protection IP 67 and IP 65.
True outdoor.
Vibration 5g @ 57 – 2000 Hz, 150 h per axis
Shock 30g, 11ms, 10 times per axis

CERTIFICATES
e1 and CE mark

OPERATING SYSTEM
Embedded Linux®

PROGRAMMING
Wachendorff Projektor-Tool
for Windows® NT/2000/XP
supporting
CANopen®
Generic driver
CANfreestyle
J1939

ADVANCED PROGRAMMING
Optional CoDeSys v3
Optional Programming in C/C++
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HOUSING
Standalone or dashboard mount,
orientation landscape or optional portrait
Approx W 198 x H 98 x D 63 mm,
incl encoder, excl connector and cables
Weight < 1 kg

DISPLAY
4.3″, 16:9
TFT, transmissive
480 x 272 pixels
400 cd/m² max brightness
400:1 max contrast
H ±60°, V ±55° max viewing angles

USER INTERFACE
Optional analog-resistive touchscreen
8 Softkeys, 3 Hardkeys
Key backlighting - blue, adjustable
1 encoder with push click to enter

SIGNALS
1 multicolor LED and 3 status LEDs
Piezo alarm approx 65 dBA

PROCESSOR
32-bit, 532 MHz, I.MX35

MEMORY
128 / 256 MB DDR2
512 MB / 1 GB Mass Storage
32 kB serial EEPROM
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