
Auch im hellsten Sonnenlicht
nichts verpassen dank transmissivem 
Display mit Overlay-Funktion: zeit-
gleiche Anzeige von Videobildern, 
Steuer- und Alarmelementen in 
256 Farben – alles im modernen 
16:9-Format.

Nothing will slip your attention, 
even in sunlight, thanks to a high 
contrast display with video overlays: 
Simultaneously display video camera 
images, machine control and alarm 
elements in 256 colors – all in the 
modern 16:9 format.

Ne rien manquer même en plein soleil 
grâce à un écran transmissif à fonction 
overlay : affichage en même temps 
d‘images vidéo, éléments de com-
mande et d‘alarme en 256 couleurs 
– le tout en format actuel 16:9.

Nada escapará a su atención, incluso 
bajo la luz del sol, gracias a una
pantalla de alto contraste con super-
posiciones de video: Imágenes
simultáneas de cámaras de video, 
controles de máquinas y elementos
de alarma en 256 colores – todos en
el moderno formato 16:9.

Não perca nenhum detalhe, mesmo 
em dia claro, com o display de alto 
contraste com função Overlay:
exibição simultânea de imagens
de vídeo e elementos de controle
e alarme em 256 cores, tudo isso
no moderno formato 16:9.

Как бы не било в глаза солнце, 
высококонтрастный дисплей с 
видеооверлеем всегда читается 
максимально четко. На экран 
консоли можно одновременно 
выводить изображение с 
видеокамеры, параметры работы 
оборудования и сигналы тревоги 
в 256 цветах, самое современное 
соотношение сторон - 16:9.

即使在最明亮的阳光下也不会错过
任何细节，借助于带有叠加功能
的透射式显示屏：同步显示视频
图像、控制元件和预警元件，256
色 – 一切尽在现代化的16:9宽屏格
式中。
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INTERFACES
2 CANbus ISO 11898,
CAN specification 2.0 B active
(2nd CANbus only ISObus 11783) 

VIDEO
Optional 1 Composite CCITT video input,
PAL 50 Hz color coding, input level
1 Vpp, 75 Ω
Video overlay with video layer for background

REAL TIME CLOCK
Buffered for 2 weeks by gold cap,
accuracy ±4 sec/day

CONNECTORS
Main: Deutsch, 12 pin, DT15-12P
Video: Escha M12 x 1, round connector,
Code EC-FSFD4.5

Copyright© 2010, Wachendorff Elektronik GmbH & Co. KG
and Wachendorff Electronics USA, Inc. All rights reserved.
All details are without guarantee. Errors and omissions excepted.
CANopen® is a registered community trade mark of CAN in Automation e.V.
Windows® is a registered trademark of Microsoft Corporation
in the United States and other countries.

POWER SUPPLY
Max tolerable 10 – 50V DC

ENVIROMENTAL CONDITIONS
Temperatures
Operating –25° to +65°C
Storage –30° to +85°C
Protection IP 65 with SD slot closed.
Vibration 5g @ 10 – 500 Hz, 24 h per axis
Shock 30g, 11ms, 10 times per axis

CERTIFICATES
e1 and CE mark

OPERATING SYSTEM
Wachendorff BIOS

PROGRAMMING
Wachendorff Projektor-Tool
for Windows® NT/2000/XP
supporting
Optional ISOBUS 11783
CANopen®
Generic driver

ADVANCED PROGRAMMING
Optional CoDeSys v2.3
Optional Programming in C/C++

HOUSING
Standalone mount,
orientation landscape 
W 250 x H 140 x D 74 mm,
incl encoder, excl connector and cables
Weight 1.4 kg

DISPLAY

6.5″, 16:9, TFT, transmissive
400 x 234 pixels
500 cd/m² max brightness
300:1 max contrast

USER INTERFACE
6 Softkeys, 1 Hardkey
Key backlighting - green, adjustable
1 encoder with push click to enter

SIGNALS
1 multicolor LED
Piezo alarm approx 80 dBA

PROCESSOR
16-bit, 30 MHz, C167CS

MEMORY
1 MB SDRAM
8 MB Mass Storage
32 kB serial EEPROM
Optional 1 slot for SD card
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